


 
 

If either of the last 2 cars in a winners heat get hung up or pinned, they will be pulled apart.
Both will reci=eive a fresh 2 minutes.

5.



Limited Weld Class Rules



14. Drivers’ door must be reinforced, but no more than 12-inch before and after door seams. No other
part of the car (except drivers’ seat) may be reinforced.
15. Driver and passenger doors must be chained or welded.
16. Only front two body bushings may be removed. All other body bushings must remain in place. You
may replace body bolts with 1⁄2-inch bolts.
17. No trailer hitches. Only factory clamps will be allowed. Suspension may be solid.
18. Only 2 ways to make rear end solid
• You may use one wrap of 3/8-inch chain from hump to rear end
• A piece of 2” by 2” by 1⁄4” angle iron bolted to where shock used to be bolt
19. Front and rear bumpers may be welded to hold in place only. Two 4-inch-wide straps may be 
placed from bumper to trunk lid and hood to keep bumper on.
20. Seams on frames may be welded firewall forward. No added metal of any kind.
21. No stuffing of frames on any year, make, or model.
22. Wheel wells may be trimmed and bolted with 5 3⁄8” bolts per wheel opening
23. Any tire can be used as long as it is not a solid rubber tire.
24. All cars may have 4 sticks of all threads from body to frame no bigger than 1-inch diameter. Two in
the hood and two in the trunk. But the back two pieces must not go through the package tray or spring
25. A driver’s safety cage is recommended. Square tubing cannot be bigger than 4x4x1/4-inch.
Supports may be to body only. Not to frame!
26. All down bars must be vertical. You must only have 4 down bars
27. Plate option one or the other
• SIX 4” by 6” by 1⁄4” plate and 2 hump plates that will measure 3” by 15” by 1⁄4” flat plate only
• EIGHT 4” by 6” by 1⁄4” plates anywhere on car

28. Fresh cars may come plated as long as you are with one on the plate rules option (27)
29. No other plates will be allowed without contacting the inspectors
30. Fords may tilt, but no added metal!
31. Front suspension may be solid A arms may be welded down using a 3” by 3” by 1⁄4” strap this is the
only way you can make suspension solid
32. Front and back window bar must only be welded or bolted to the cowl of the car and the first 3
inches of the roof of the car must not be attached anywhere else
33. No distributor or carb protector or any other protectors unless specified
34. Lower engine cradles and pulley protectors and transmission protectors (top brace only) will be
allowed transmission protectors must only be attached to bell housing bolts and tail housing bolts
must not be tied into anything else
35. If you have a steel bell housing, you may not run a protector at all on the transmission.
36. The gas tank protector must be a minimum of 4-inch away from any sheet metal including speaker
deck.
37. You may hardnose the front bumper only, but the bumper shock may not exceed 14-inch down the
frame. If you don’t use a bumper shock, you may use a 4” by 1⁄4 strap 14-inches long. Choose one
or the other!
38. Rear bumper may be welded solid but must welded on with a 4” by 6” by 1⁄4” flat strap nothing else if
you change bumper brackets
39. There must be at least 4 inches between the dash bar and any part of the drive train and protectors
40. Any rear end may be used.
41. Leaf spring cars must stay with leaf springs; coil cars must stay with coils. CANNOT switch
between cars.
42. Any small wheel center or the 8 lug insert center will be allowed. NO FULL CENTERS WILL BE
ALLOWED!!



43. If you are patching any type of rust you must show the inspector before patching it
44. Homemade bumper allows. Must be 4x6 x 1/4 square tubing with no more than an 8-inch point that
will be measured from the front of the square tubing. The point must be spread out to no less than
36 inches. THIS IS THE ONLY OPTION FOR A HOMEMADE BUMPER
45. No kickers of any sort
46. No lacing of 9 wire over use of 9 wire you will be asked to cut it
47. Officials primarily inspect for safety and conformation to the rules. However, it’s up to the
individual driver to ensure their vehicle is legal per the rules. If any infraction of the rules is
missed by the officials, this does not make the vehicle legal. If you are found at any time to be
illegal, you will be disqualified!
48. The only time a car will be reinspected is at the official’s decision.
49. If it does not say you can do something, then you can not
50. No other modifications may be made unless preapproved by the
inspector.

to building your derby cars.  (719) 588-4044
Contact Jess Caton if you have any questions in regard


